TECHNICAL INFORMATION

PEGA PATCH
505-00231-000

SUR|
KERMILL

DESCRIPTION

Elastomeric single-part adhesive putty special to repair cracks and dents in concrete walls and masonry.
It can absorb small vibration and movements in the substrates on which it is used. It can be used to
repair cracks, voids, wall-mapping and, in general, any imperfection that affects the quality of finish on
concrete, fiber cement or masonry walls.

PROPERTIES
SPECIAL PROPERTIES

Fast drying

Easy to apply

High adhesion

Greater
consistency (does
not hang on
vertical surfaces)
Higher
performance and
filling capacity
Does not crack or

shrink
PHYSICAL PROPERTIES DATA
Volume Solids (%) 62 - 64
Weight solids (%) 71 -73
Weight per gallon (kg/gal) 4.45 - 4.65
Drying Time (h) 2-4

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over conditions,
tools, applicator skills, selection, preparation, or compatibility of products used; therefore, can only guarantee this product
quality, its features and qualities’ suitability, but is not responsible for the results obtained in conditions impossible to check
once the job has been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the information provided here,
but assumes no responsibility for any error, omission, or inaccuracy in it. If there is any inconsistency between different language
issues of this document, Spanish version will prevail.
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CONTAINERS and COLORS
AVAILABLE CONTAINERS
8 Fl. Oz. can (237 ml.)

Y4 gallon plastic can (0.946 Lt.)

1 gallon metallic can (3.785 Lt.)

SURFACE PREPARATION

CONDITION INSTRUCTION

SURFACE PREPARATION Surface should be dry, free of any dirt, dust, grease, or other
contaminants.

Crack Widening The width of the crack should be extended with the tip of the spatula, to
ensure penetration of this product throughout all its depth. Clean it
properly and apply this putty with spatula or flat trowel.

PRODUCT PREPARATION

COMPONENT MIXING RATIO MIXING INSTRUCTIONS
Product: 505-00231-000, PEGA PATCH 100% Ready to use, do not dilute
PRODUCT APPLICATION

APPLICATION TOOL

Putty Knife Flat Trowel

Yield

Yield Variable according to the cracking pattern and
crack’s dimensions.

Application Instructions

Apply evenly by pressing the material inside the crack, making sure to completely fill it.
Remove excess while fresh.
In cracks wider than 3 mm, the repair should be carried out in two layers, giving 2-4 hours between

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over conditions,
tools, applicator skills, selection, preparation, or compatibility of products used; therefore, can only guarantee this product
quality, its features and qualities’ suitability, but is not responsible for the results obtained in conditions impossible to check
once the job has been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the information provided here,
but assumes no responsibility for any error, omission, or inaccuracy in it. If there is any inconsistency between different language
issues of this document, Spanish version will prevail.
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layers.
Once dry it can be sanded.
Repaired cracks should be coated with an elastomeric finish, if possible.

NOTICE

v If you need more information, check our website https://www.gruposur.com/asistencia/

HEALTH

v/ The user of this product may need the appropriate Personal Protection Equipment (PPE), as
described in its Safety data Sheet (MSDS), available at http://www.gruposur.com

v

If you need to dispose of empty containers of our products in Costa Rica, contact your SUR store or
our industrial compound in La Uruca, San Jose
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