TECHNICAL INFORMATION

CUREFAST
505-00720-900

SUR|
KERMILL

DESCRIPTION

Curing membrane that prevents the sudden loss of moisture in concrete and mortar mixtures during the
setting process. Once this membrane degrades (approximately 28 days), it does not interfere with
application of any coatings, such as plaster or paint. Curefast eliminates the need for constant water
curing of concrete or mortar, reducing costs in time and labor, and, at the same time, guarantees a
uniform curing.

USE

This membrane is used in the curing of concrete elements, such as subfloors, mezzanines, beams and
columns, walls, and cement plaster, among others. It allows for a controlled curing of surfaces and
prevents dusting due to premature evaporation of water contained in the concrete mix.

Interior/Exterior Outdoor, Indoor

Surface Concrete

PROPERTIES

PHYSICAL PROPERTIES DATOS
Volume Solids (%) 12 -14
Weight solids (%) 14-16
Weight per gallon (kg/gal) 3.3-3.5
Zahn cup # 2 (seconds) Viscosity 15s - 20s

CONTAINERS AND COLORS
AVAILABLE CONTAINERS

1 gallon can (3.785 Lt.)
5-gallon bucket (18.925 Lt.)
55-gallon drum (208 Lt.)

SURFACE PREPARATION

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over conditions, tools,
applicator skills, selection, preparation, or compatibility of products used; therefore, can only guarantee this product quality, its
features and qualities’ suitability, but is not responsible for the results obtained in conditions impossible to check once the job has
been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the information provided here, but assumes no
responsibility for any error, omission, or inaccuracy in it. If there is any inconsistency between different language issues of this
document, Spanish version will prevail.
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CONDITION INSTRUCTION

Surface preparation Surfaces should be dry and free of grease, oil, dust, or any other
contaminants.

PRODUCT PREPARATION

COMPONENT MIXING RATIO APPLICATION TOOL
Product: 505-00720-900, CUREFAST 100% Producto listo para usar, por lo

que no requiere dilucién. Agite
fuertemente el contenido antes de

ser aplicado.
PRODUCT APPLICATION
APPLICATION TOOL
Brush Airless Equipment Air spray (gravity or Roller

suction feed)

Application conditions

Do not apply this product when the relative humidity exceeds 85%, with rain or with certain threat that it
will rain in a short time, as it would alter some characteristics of the application or the performance of the
product.

Do not apply on hot surfaces or directly exposed to sunrays, paint will evaporate too soon, and this will
affect leveling, adhesion and durability.

When the product has dried, it may show certain stains from moisture retained inside it.
application instructions

Instruction aplication

Application must be done according to the following:

A) Columns, beams, concrete walls and other formwork elements: when formwork is removed.

B) Subfloors, mezzanines, and solid concrete without formwork: when bleeding water disappears; 4 to 6
hours after the concrete is poured.

C) Other elements and plaster: wait 6 to 8 hours to apply Curefast.

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over conditions, tools,
applicator skills, selection, preparation, or compatibility of products used; therefore, can only guarantee this product quality, its
features and qualities’ suitability, but is not responsible for the results obtained in conditions impossible to check once the job has
been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the information provided here, but assumes no
responsibility for any error, omission, or inaccuracy in it. If there is any inconsistency between different language issues of this
document, Spanish version will prevail.

Q ECO Version 3.0 del: Aug 8/26/2021 CEH /=0 S & @

AMIGABLE 26 2021 1:01PM



TECHNICAL INFORMATION

CUREFAST
505-00720-900

SUR|
KERMILL

In any case, total coverage of the element with Curefast must be ensured, in a proportion of 5 to 8m2 per
liter.

Do not apply on frozen, dusting, unstable or inconsistent surfaces.

NOTICE

v Container must be kept out of reach of children, tightly closed in a ventilated place, away from
sunlight or intense heat, between 20 and 30°C.

v/ Do not use this product in high temperature or freezing conditions
v Do not use on plasters under constant immersion (swimming pools, water tanks, retaining walls, etc.).

v If you need more information, check our website https://www.gruposur.com/asistencia/

HEALTH

v If you need to dispose of empty containers of our products in Costa Rica, contact your SUR store or
our industrial compound in La Uruca, San Jose

v/ The user of this product may need the appropriate Personal Protection Equipment (PPE), as described
in its Safety data Sheet (MSDS), available at http://www.gruposur.com

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over conditions, tools,
applicator skills, selection, preparation, or compatibility of products used; therefore, can only guarantee this product quality, its
features and qualities’ suitability, but is not responsible for the results obtained in conditions impossible to check once the job has
been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the information provided here, but assumes no
responsibility for any error, omission, or inaccuracy in it. If there is any inconsistency between different language issues of this
document, Spanish version will prevail.
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