TECHNICAL INFORMATION

SOLTINT Tek Wood
508-13300-100

DESCRIPTION

Soltint is a wood dye developed from solvents and dyes. This stain is translucent, so it allows the grain
of the wood to stand out. Due to its solvents, it is a fast-drying dye.

uso

Recommended only for use on surfaces made for indoor environments, it is ideal to stain furniture, doors,
frames and, in general, any article made of wood or particleboard.

Structure Furniture, Any wooden structure

Interior/Exterior Indoors

Surface Wood, Plywood

Line Domestic Line, Industrial /Professional Line
PROPERTIES

PHYSICAL PROPERTIES DATA
Volume Solids (%) 1.5-3.0
Weight solids (%) 1.5-3.0
Weight per gallon (kg/gal) 3.00 - 3.20
Theoretical Yield (m2/gallon) 30 - 35
Viscosity, Zahn Cup #2 (s) 13-15

Definition of theoretical yield: Maximum surface that can be covered with a painting under ideal conditions. Practical yield varies
depending on type of surface, used tool, applicator experience and other factors. 1 mil = 0.0254mm.

CONTAINERS and COLORS

AVAILABLE CONTAINERS AVAILABLE COLORS

8 FI. Oz. can (237 ml.) Yellow 100, Intense Yellow 129,

16 Fl. Oz. can (473 ml.) Orange 200, Red 300,

Medium Red 353, Mahogany Red 356,

1
% gallon can (0.946 Lt.) Russet Brown 360, Dark Brown 368,

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over conditions, tools,
applicator skills, selection, preparation, or compatibility of products used; therefore, can only guarantee this product quality, its
features and qualities’ suitability, but is not responsible for the results obtained in conditions impossible to check once the job has
been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the information provided here, but assumes no
responsibility for any error, omission, or inaccuracy in it. If there is any inconsistency between different language issues of this
document, Spanish version will prevail.
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TECHNICAL INFORMATION
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508-13300-100

1 gallon can (3.785 Lt.) Brown 400, Natural Mahogany 403,
Dark Walnut 405, Apple Red 413,
Honey 423, Antique Walnut 424,

Medium Walnut 425, Intense Walnut 426,
Rosewood Brown 427, Mogano 428,
Chestnut 432, Mahogany 433,

Light Walnut 434, Dark Walnut 435,
Reddish Mahogany 438, Dark Mahogany
439, Saman 440, Cristobal 442,

Natural Cristobal 444, Blue 500,

Green 600, Black 700,

Intense Black 709

Not: Some of these colors are just made by
special order.

SURFACE PREPARATION

CONDITON INSTRUCTION

Surface preparation Wood must be dry, clean, and thoroughly sanded.
Remove all dirt, oils, and contaminants to guarantee this product’s good
adherence.

Protection of wood against For better protection against fungi and insects, apply first a coat of
fungi/insects Preserwood 504-00995-900.

Moisture Moisture content should not be over 16%.

Restore blemishes in wood, To repair small details, use our water-base wood putty Masilla para Madera
plywood or MDF 518-00800 in the desired shade (Mahogany 418, Pine 424 or Teak 420).

PRODUCT PREPARATION
COMPONENT MIXING RATIO MIXING INSTRUCTION

Product: 508-13300-100, SOLTINT 100% Stir well before use

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over conditions, tools,
applicator skills, selection, preparation, or compatibility of products used; therefore, can only guarantee this product quality, its
features and qualities’ suitability, but is not responsible for the results obtained in conditions impossible to check once the job has
been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the information provided here, but assumes no
responsibility for any error, omission, or inaccuracy in it. If there is any inconsistency between different language issues of this
document, Spanish version will prevail.
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Note: These colors can be mixed each other, so they can produce a larger variety of tones.
This is a ready-to-use dye. If you need a lower tone intensity, it can be diluted with up to 250% of our Regular Thinner 510-00480-
900.

PRODUCT APPLICATION
APPLICATION TOOL

Air spray (gravity or  Clean cloth, wipe, or
suction feed) tow

Application conditions

Do not apply on hot surfaces or directly exposed to sunrays, paint will evaporate too soon, and this will
affect leveling, adhesion and durability.

Do not apply this product when relative humidity exceeds 85%, under rain or with clear possibility that it
will rain in a short time, as it would alter some characteristics of the application or the performance of the
product.

To obtain a more intense and dark color you can apply several layers, respecting times between layers.

Number of layers and thickness

Number of Coats One or more coats, to reach the desired color.
DRYING TIMES

Dust-free drying time 1 - 2 min

Drying time between layers 10 - 15 min

Time to recoat 30 - 45 min

Drying times listed are under ideal conditions (Between 22-28°C temperature and 50 - 80% ambient
humidity). These times are dependent on temperature, moisture, film thickness and dilution.

Application Instructions

Recoating for a better hiding power should be air spraying.

This is a concentrated dye. By diluting the product with solvent, different concentrations of tone will be
obtained.

Before applying it, it is recommended to do a small test to define the concentration needed for the desired
tone.

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over conditions, tools,
applicator skills, selection, preparation, or compatibility of products used; therefore, can only guarantee this product quality, its
features and qualities’ suitability, but is not responsible for the results obtained in conditions impossible to check once the job has
been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the information provided here, but assumes no
responsibility for any error, omission, or inaccuracy in it. If there is any inconsistency between different language issues of this
document, Spanish version will prevail.
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For this, user must add a percentage of the solvent within the recommended range in the technical data
sheet, to dilute the dye and check the obtained tone with the desired one

NOTICE

v If you need more information, check our website https://www.gruposur.com/asistencia/

v/ Container must be kept out of reach of children, tightly closed in a ventilated place, away from
sunlight or intense heat, between 20 and 30°C.

HEALTH

v Avoid contact with the skin, do not inhale its vapors.

v/ Do not use this product near ignition sources, such as sparks or equipment with high temperatures.
v Apply in a well-ventilated area and DO NOT smoke while using this product.
v

If you need to dispose of empty containers of our products in Costa Rica, contact your SUR store or
our industrial compound in La Uruca, San Jose

<

This a professional/industrial product and it should be applied by properly trained personnel, wearing
appropriate Personal Protection Equipment (PPE), as described in its Safety data Sheet (MSDS),
available at http://www.gruposur.com

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over conditions, tools,
applicator skills, selection, preparation, or compatibility of products used; therefore, can only guarantee this product quality, its
features and qualities’ suitability, but is not responsible for the results obtained in conditions impossible to check once the job has
been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the information provided here, but assumes no
responsibility for any error, omission, or inaccuracy in it. If there is any inconsistency between different language issues of this
document, Spanish version will prevail.
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