TECHNICAL INFORMATION
CAREWOOD CONDITIONER

SUR

Tek Wood

518-38901-900

DESCRIPTION

Carewood Conditioner is a wood conditioner and protector made from vegetable waxes and water base
soaps, developed for care and maintenance of wood treated with our line of permeating oil finishes.
Silicone free, 90% biodegradable and eco-friendly.

USE

Use it on Wood structures finished with our permeating systems: Laro Sur, Laro Tek Permeating, Laro
Tek Glaze, Laro Max Finish, Laro Tek Water Base. Use it only on Wood surfaces located indoors.

Structure Any Wood structure

Exterior/Interior Indoor

Surface Wood

Product line Domestic line, Professional/industrial Line
CHARACTERISTICS

PHYSICAL PROPERTY DATA
Volume Solids (%) 2-5
Weight solids (%) 2-5
Weight per Gallon (kg/Gl) 3.70 - 3.80
Viscosity Ford cup # 4 (s) 12-14
Theoretical Yield (m?/Gallon) 25-30

Definition of theoretical yield: Maximum surface that a paint can cover under ideal conditions. Practical
performance varies depending on type of surface, tools used, applicator experience and other factors. 1
mil = 0.0254 mm.

PRESENTATION

AVAILABLE PRESENTATIONS

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over the conditions,
tools, the skills of the applicator, or over the selection, preparation or compatibility of the products used; therefore can only
guarantee this product’s quality, its features and qualities’ suitability, but is not responsible for the results obtained in conditions
impossible to check once the job has been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the
information provided here, but assumes no responsibility for any error, omission or inaccuracy in it.
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1/4 gallon plastic can

4 liter plastic can

SURFACE PREPARATION

CONDITION INSTRUCTION

Surface preparation Before using this product, Wood should have been treated with one of
our permeating Wood finishing systems.

PRODUCT PREPARATION

COMPONENT MIXING RATIO MIXING INSTRUCTIONS
Product: 518-38901-900 - CAREWOOD 100% Stir before use.
CONDITIONER Use it undiluted, but can be

diluted with up to an equal part
of clean water.

PRODUCT APPLICATION

IT CAN BE APPLIED WITH

IS

Clean cloth or towel

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over the conditions,
tools, the skills of the applicator, or over the selection, preparation or compatibility of the products used; therefore can only
guarantee this product’s quality, its features and qualities’ suitability, but is not responsible for the results obtained in conditions
impossible to check once the job has been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the
information provided here, but assumes no responsibility for any error, omission or inaccuracy in it.
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TECHNICAL INFORMATION
CAREWOOD CONDITIONER
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518-38901-900

Number of layers

Number of Coats 1 - 2 coats

Application Instructions

Spray on the surface, immediately rub with a wet cloth,
spreading on a uniform coat.

Application Note

Don’t let product spills or puddles, as they can become spots
hard to remove.

Maintenance

Regular maintenance: Use Carewood Conditioner 38901-900.

OBSERVATIONS

v If you need more information, one of our technicians will assist you. Call 800-SUR-2000 or email us
at customerservice@gruposur.com

v Keep container tightly closed in a ventilated place, between 20 and 30 °C, out of reach of children.

HEALTH

v Avoid skin contact and do not inhale its vapors.

v User may need to wear the appropriate Personal Protective Equipment, as detailed in the MSDS of
this product, available at www.gruposur.com

v Ifyou need to dispose of empty containers of our products in Costa Rica, contact your SUR Color
paint store or our industrial compound in La Uruca, San Jose.

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over the conditions,
tools, the skills of the applicator, or over the selection, preparation or compatibility of the products used; therefore can only
guarantee this product’s quality, its features and qualities’ suitability, but is not responsible for the results obtained in conditions
impossible to check once the job has been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the
information provided here, but assumes no responsibility for any error, omission or inaccuracy in it.
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