TECHNICAL INFORMATION

DESOXIDANTE/DESENGRASANTE @ J sur
Deoxidizer/Degreaser
539-00305-900

DESCRIPTION

DESOXIDANTE/DESENGRASANTE is a transparent solution that removes rust, mineral scale, charred material
and conditions any ferrous or similar surface. Its formula, based on inorganic acids and surfactants, allows
deoxidizing and degreasing at the same time, in a single operation.

USE

Use it as a deoxidizing, decarbonizing, descaling agent and acid degreaser of rust ferrous surfaces or
contaminated with grease and oils; can be used on stainless steel. It is used in surface preparation for domestic or
industrial painting jobs.

Ready to use on a previously moistened area.

Spray on the area, leave in contact with the surface (time varies according to the application) and scrub to remove
loose material.

For more details read "Application Instructions" section.

PROPERTIES
SPECIAL PROPERTIES

Appearance Clear
liquid
PHYSICAL PROPERTY DATA
Typical density (g/ml) 1.07-1.10
Odor Characteristic

CONTAINERS
AVAILABLE CONTAINERS
% gallon plasic can (0.946 Lt.)

1 gallon plastic can (3.785 Lt.)

PRODUCT APPLICATION

Application conditions

For Surface Preparation of a rusty surface, whit mill scale, proceed as follows:
- Remove rust scales with tools.

- Before applying the product, wet the surface with clean water.

- On new substrates (unrusted), wet with clean water.

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over conditions,
tools, applicator skills, selection, preparation, or compatibility of products used; therefore, can only guarantee this product
quality, its features and qualities’ suitability, but is not responsible for the results obtained in conditions impossible to check
once the job has been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the information provided here,
but assumes no responsibility for any error, omission, or inaccuracy in it. If there is any inconsistency between different language
issues of this document, Spanish version will prevail.
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Application Instructions

For Surface Preparation, on a previously moistened surface, apply Desoxidante/Desengrasante with spray or
brush, then rub.

Let it act for about 10 to 15 minutes, wash and rinse thoroughly with tap water.

Leave no residue or excess.

In severe cases, repeat as needed.

Once clean and dry, surface should be painted immediately.

For cleaning other metallic surfaces with grease, charred matter or scale: spray on the surface and leave the
product in contact with the surface for some 3 minutes, scrub with sponge or the appropriate tool.

Rinse with plenty of water

Do not dilute.

Do not leave residues or excesses.

In severe cases repeat.

OBSERVATIONS

« |fyou need more information, check our website https://www.gruposur.com/asistencia/

To avoid any spillage, keep container tightly closed in a ventilated place, between 20 and 30 °C, out of reach
of children.

HEALTH

v If you need to dispose of empty containers of our products in Costa Rica, contact your SUR paint store or our
industrial compound in La Uruca, San Jose.

v The user of this product may need the appropriate Personal Protection Equipment (PPE), as described in its
Safety data Sheet (MSDS), available at http://www.gruposur.com

These technical data were calculated under controlled laboratory conditions, but SUR QUIMICA has no control over conditions,
tools, applicator skills, selection, preparation, or compatibility of products used; therefore, can only guarantee this product
quality, its features and qualities’ suitability, but is not responsible for the results obtained in conditions impossible to check
once the job has been done. SUR QUIMICA has made reasonable efforts to ensure the accuracy of the information provided here,
but assumes no responsibility for any error, omission, or inaccuracy in it. If there is any inconsistency between different language
issues of this document, Spanish version will prevail.
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